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GSE MonoPower HC
GSE HC 540 - 555 MP

GSE HC 540 MP GSE HC 545 MP GSE HC 550 MP GSEHC 555 MP
Maksimum Giig / Max. Power Pmax 540 Wp 545 Wp 550 Wp 555 Wp
Acik Devre Gerilimi / Open Circuit Voltage Voc 49.60 V 49.75 V 49.90 V 50.02 V
Maksimum Gii¢ Noktasi Gerilimi / Mpp Voltage Vmpp 41.64 V 41.80 V 4196 V 4211 V
Kisa Devre Akimi / Short Circuit Current Isc 13.86 A 1393 A 14.00 A 14,07 A
Maksimum Gii¢ Noktasi Akimi / Mpp Current Impp 1297 A 13.04 A 13.11 A 13.18 A
Modiil Verimliligi / Efficiency Nm 20.90 % 21.10 % 21.30 % 21.50 %

*STC: 1000W/m?, 25°C, AM 1.5
PERFORMANS @ 800 W/m?, NOCT, AM 1.5 / PERFORMANCE @ 800 W/m? NOCT, AM 1.5

Maksimum Gii¢ /Max. Power Pmax 408.0 Wp 412.0 Wp 416.0 Wp 420.0 Wp
Acik Devre Gerilimi / Open Circuit Voltage Voc 46.43 V 46.55 V 46.68 V 46.85 V
Maksimum Gii¢ Noktasi Gerilimi /Mpp Voitage Vmpp 38.99 V 39.20 V 39.43 V 39.66 V
Kisa Devre Akimi / Short Circuit Current Isc 11.09 A 1113 A 11.17 A 11.21 A
Maksimum Gii¢ Noktasi Akimi /Mpp Current Impp 10.47 A 10.51 A 10.55 A 1059 A

Diisiik 1sima kosullarinda panel belirtilen verimlilik degerlerinden farklilik gésterebilir. /Under partial foad conditions efficiency may differ.

KULLANILAN MALZEMELER / Component Materials Optimum Entegrasyon Parametreleri

Optimal System integration Parameters

Hiicre Adedi / Number of Cells 144 Giig Siniflandirmasi / Power Sorting -0Wp/+5Wp
Hiicre Tipi / Ce/l Type Half-CUT Perc Monokristal / Monocrystaliine Maksimum Sistem Voltaji / Maximum System Voltage 1000V /1500 V
Hiicre Ebadi /Celi Size 182 mm x 91mm Maksimum Ters Akim 7/ Maximum Reverse Current 25A
On Yiizey /Front Diisiik Demirli Temperli Cam /Low /roned Tempered Glass Yayili Yiik/ Dinamik Yiik /Load / Dynamic Load 5.4 /2.4 kN/m?
Arka Yiizey /Back Film, Beyaz / Fiim, White Diyot Adedi /Number of Diodes 3
Cerceve /Frame Beyaz Eloksalli Aliiminyum / White Andonised Aluminium Calisma Araligi / Operating Temperature Range -400°C / +85°C
Baglanti Kutusu /J-Box 1P68
Konektor /Connector MC4 Uyumlu /MC4 Comp.
1134
1082 40 .
. - A EBAT / AGIRLIK Isil Karakteristikler
if L Dimensions/Weight Thermal Characteristics
) 3 Uzunluk / Length 2278 mm SCK 43°C
Genislik / Width 1134 mm e 0.04% /K
1o Kalinhk /Height 40 mm Voc -0.28% /K
Adirlik / Weight 28.1 Kg. Prvop -0.36% /K
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LIt *Opsiyoniudur. /Optionat

Gazioglu Solar Enerii tiriinlerde degisiklik yapma hakkini sakli tutar. /Gaziogiu Soiar Enerji reserves the right to change the specifications



